
The AED Audio MINI FLEX5 is an ultra-compact, high-

performance two-way passive loudspeaker designed 

for a wide range of applications, from high-quality 

installations to portable sound reinforcement. Despite 

its small footprint, the MINI FLEX5 delivers exceptional 

clarity, detail and SPL, making it a versatile solution for 

AV professionals.  The coaxial design of the MINI FLEX5 

with a 5” neodymium LF driver and 1” neodymium com-

pression driver offers an axisymmetric 70° coverage for 

optimal sound dispersion.

Housed in a high-quality Baltic birch enclosure with an 

impact resistant black or white paint finish, the 

MINI FLEX5 is built for reliability in demanding environ-

ments. The versatile integrated rigging system not only 

features 4 additional angles to position the speaker in a 

free-standing position but connects up to 4 speakers in 

line source as well. For optimal flexibility, the MINI FLEX5 

can be used both stand-alone and in combination with 

the AED Audio SOLID and MULTI subwoofers.

Free standing or line source Front Side Top

Multipurpose modular 
point source speaker

MINI FLEX5

Housed in a high-quality Baltic birch enclosure with an 

LF transducer 1x 5”  cone - 1,5” voice coil Neodymium

HF transducer 1x 0,75" throat - 1,75" voice coil Neodymium

Freq. response -6 dB +/- 130 Hz - 20 kHz

Freq. response -10 dB +/- 100 Hz - 20 kHz

Coverage angle 70° axisymmetric

Nominal impedance 8 Ohm

Max SPL (theoretical) 122 dB

AES Power 150W

Program Power 300W

Connectors 2x NL4

Enclosure High-quality Baltic Birch

Colour Black (RAL 9011) - White (RAL 9016)

Grille Powder coated aluminium - Internal lining

Dimensions (WxHxD) 150 x 150 x 200 mm | 5.91 x 5.91 x 7.87 in

Net weight TBD

Attachment Versatile proprietary rigging design - 1x M8

SPECIFICATIONS PRELIMINARY
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THE LEGACY
CONTINUES

INTRODUCING THE MINI FLEX5
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