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THE AED AUDIO COVER28 MANUAL 
 

INTRODUCTION 
 

This manual (hereinafter referred to as the “Manual”) is intended to be used as work of 
reference for professional, well trained and authorized users to be able to safely install, 
use, maintain and repair the product mentioned on the cover of this document 
(hereinafter referred to as the “Product”). The observation of the Manual does not 
dispense the user from the observance of the local safety instructions and regulations 
other than those provided by the Manual. Such safety instructions and regulations must 
be observed at all times.  
 
For information about specific adjustments, maintenance or repair jobs which are not 
dealt within this manual, please contact your Product supplier or AED Audio. If you 
suspect that the Product is damaged or detect a potential or actual danger when using 
the Product, immediately discontinue use of the Product and contact your supplier. To 
ensure the safe use of the Product this Manual must always be kept with the Product 
in legible condition. 

 

 

DISCLAIMERS 
 

AED Audio, AED DISTRIBUTION SA, with registered office at Bedrijvenpark De Veert 
13/004, 2830 Willebroek (Belgium), or any of its affiliates, does not accept any liability 
for material damage, including damage to the Product, or personal injury caused by 
non-observance by the user of the safety instructions in the Manual or the applicable 
laws. As such AED Audio shall among others not be liable for any damage or injury if 
the Product is used contrary to or for purposes other than its intended use, is installed, 
used, maintained or repaired negligently or contrary to the instructions mentioned in 
the Manual or on the Product, when the Product is modified and when the safety 
devices and features of the Product are disregarded or overridden. 
 
 

INTENDED USE 

 

This system is intended for use by trained personnel for professional applications. The 
Product is not intended to be used by minors. Any use, regardless of whether or not 
under the supervision of an adult, is at own risk. 
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SYMBOL DESCRIPTION 

 

SYMBOLS USED 

 

► 
Information and tips to ease things for you as you use your AED Audio 
COVER28. 

@ 
References to the online AED Audio website, where you can find 
interesting further information: https://www.AEDAudio.com 

! Prompt to take action. This symbol means that you are being prompted 
to perform some action. 

 

 

ABBREVIATONS USED 

 

Abbreviation Definition 

  

  

  

  

  

  

  

  

  

  

  

  

  

  

 

 

REVISION HISTORY 

 

Version number date update 

1.0.0 07/04/25 Initial version 

1.0.1 27/10/25 Update initial version 

1.0.2 07/11/25 Update template & small corrections 

   

   

 
 
 
 

https://www.aedaudio.com/
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CONTACT DETAILS MANUFACTURER 

 

AED Distribution 
Bedrijvenpark De Veert 13/004 
2830 Willebroek – Belgium 
 
Tel.: +32 3 860 76 66 
Mail: info@aedaudio.com 
 
http://www.aedaudio.com 
 
 

MANUFACTURER’S DECLARATIONS 

 

 

EU DECLARATION OF CONFORMITY 

 

 
 

 

LICENSES AND CREDITS 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

mailto:info@aedaudio.com
http://www.aedaudio.com/
http://www.aedaudio.com/
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GENERAL SAFETY INFORMATION AND GENERAL SAFETY 
INSTRUCTIONS 

 

For your own safety, please read this instruction manual carefully before turning on the 
product for the first time.   

 

 

WARNINGS  

 

Always take note of any information marked with the CAUTION or WARNING symbol. 
 

CAUTION 

The signal word WARNING points out the potential risk of 
serious injury. 

WARNING 

The signal word CAUTION points out the potential risk of slight 
injury. The CAUTION symbol is used to draw attention to 
circumstances which could cause the machine to become 
damaged.  

 

 

SAFETY FEATURES & DEVICES OF THE PRODUCT 

 

The pictograms, warnings and instructions attached to the Product are part of its safety 
features. They must not be covered or removed and must be present and legible during 
the entire use of the Product. Immediately replace or repair missing, damaged or 
illegible pictograms, warnings and instructions. 

 

 

The products referred to in this manual conform to the European 
Community Directives and are therefore marked with CE logo. 

 

Before operating this unit, please carefully read this user’s guide 
and keep if needed in future. It’s necessary to respect following 
rules. 

 

Keep this device away from children and unauthorized users, the 
manufacturer will not take responsibility for the damage due to any 
disregard of the information provided in this manual and wrong 
operation. 

 

 

MODIFICATION 

 

Under no circumstances, any modification of the Product may be done by any person 
other than AED Audio. 
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OTHER SAFETY NOTES 
 

GENERAL SAFETY 
 

• Only use the COVER28 when the SOLID28 is standing upright on its wheels. 
• Ensure the cover is fully and properly fitted over the speaker to provide 

maximum protection. 
 
 

HANDLING AND TRANSPORT 
 

• Do not drag the speaker while the cover is on, to avoid damaging the cover or 
the speaker. 

 
 

ENVIRONMENTAL CONDITIONS 
 

• Keep the covered speaker dry and away from moisture. 
• Avoid exposing the cover or speaker to direct sunlight for prolonged periods, 

as this may damage the fabric. 
• Store the speaker in a clean, dust-free environment whenever possible. 

 
 

MAINTENANCE 
 

• Regularly inspect the cover for tears, wear, or damage, especially around 
corners and edges. 

• Clean the cover with a damp cloth only, avoiding harsh chemicals or abrasive 
materials. 

• Ensure the cover is completely dry before storing the speaker inside. 
 
 

IMPORTANT 
 

• Using a damaged or improperly fitted cover may compromise protection and 
result in scratches, dents, or other damage to the speaker. 

• AED Audio cannot be held liable for damage caused by improper use of the 
cover. 
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SYSTEM COMPONENTS 
 

GENERAL CHARACTERISTICS AND TECHNICAL SPECIFICATIONS 

TECHNICAL DATA 

 

 

 
 

COVER28 
 

• Transport cover for SOLID28 
• Recommended for use with WHEELPLATE15 
• Fabric cover with hardboard protection for connections and LCD screen 
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OPERATION 
 

INITIAL INSPECTION UPON DELIVERY 
 
When receiving a new AED Audio COVER28, it is essential to carry out a visual 
inspection before first use.  
This ensures that any transport damage, missing components, or material defects are 
detected early. 
 

DELIVERY CONDITION 

 

STEP 1: VISUAL CHECK OF THE COVER 
 

• Inspect the fabric surface for tears, holes, or fraying. 
• Check all seams, zippers, and reinforcement areas for proper stitching and 

no damage. 
• Ensure that all openings (for handles, wheels, or ventilation) are intact and 

correctly aligned. 
 
 

STEP 2: INSPECT FUNCTIONALITY 
 

• Test zippers, Velcro strips, and any fastening systems for smooth operation. 
• Make sure there are no broken or bent components that could affect the fit on 

the SOLID28 speaker. 
• Ensure that the cover can fully enclose the SOLID28 without excessive tension 

or misalignment. 
 
 

STEP 3: CHECK OVERALL QUALITY 
 

• Inspect the fabric for scratches, holes, or weak areas. 
• Verify that the reinforced stitching is secure and shows no signs of fraying. 
• Ensure the cover’s shape is correct and it will properly fit over the SOLID28 

when placed on its wheels. 
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STEP 5: FINAL VERIFICATION 
 

• If any damage or visible defects are found, do not use the product. 

• Contact your AED Audio distributor immediately for service or replacement 
before assembly or operation. 

 
 

STEP-BY-STEP ASSEMBLY 
 

STEP 1: INITIAL INSPECTION UPON DELIVERY 

 

• Inspect the COVER28 for any visible damage such as tears, loose stitching, or 
broken zippers. 

• Ensure that the fabric and seams are in perfect condition and that the back 
pocket and handle cut-outs are undamaged. 

• If any damage or defects are detected, do not use the COVER28 and contact 
your local AED Audio distributor. 

 
 

STEP 2: PREPARE THE SOLID28 FOR TRANSPORT MODE 
 

• Ensure that the SOLID28 loudspeaker is already placed on its WHEEL 
PLATE28 and is standing in its tipped transport position (on its wheels). 

• Check that the speaker is stable and secured before continuing installation of 
the cover. 

 
 

STEP 3: INSTALL THE COVER28 
 

• Place the COVER28 over the top of the SOLID28 and gently slide it down until 
the cover fits snugly around the cabinet. 

• Align the handle openings on the cover with the speaker handles for easy lifting 
and manoeuvring. 

• Ensure that the M20 thread mount and backplate remain accessible and 
unobstructed. 

 
 

STEP 4: POSITION THE BACK FLAP AND CONNECTOR ACCESS 
 

• The rear flap of the COVER28 provides access to the connection panel. 
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• When the SOLID28 is used in vertical position (e.g., in a Sub-Top combination), 
make sure this flap opens downward, allowing connector access from below. 

• In this configuration, the COVER28 can remain installed on the speaker, offering 
additional splash protection. 
 

► The COVER28 is not waterproof and must not be used in open rain conditions. 
 
 

STEP 5: PROTECT THE BACKPLATE 
 

• The rear pocket of the COVER28 includes a reinforced section designed to 
protect the backplate and connectors of the SOLID28 during transport. 

• Ensure the pocket is properly closed after connecting or disconnecting cables. 
 
 

STEP 6: STORE THE POWERCON TRUE1 START CABLE 
 

• Place the PowerCON TRUE1 start cable inside the designated storage pocket 
integrated into the COVER28. 

• This ensures the cable is safely stored and immediately available for the next 
setup. 

 
 

FINAL CHECK 
 

• Confirm that the COVER28 sits evenly over the SOLID28 without tension or 
folds. 

• Ensure all handles, connection points, and the M20 thread remain accessible. 

• Verify that the wheel plate and speaker can be safely moved without obstruction 
from the cover. 
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TRANSPORTATION, HANDLING AND COMMISSIONING 
 

TRANSPORTATION 

 

Keep the COVER28 dry and store it at temperatures between 0°C and 30°C to prevent 
damage to the fabric and stitching. Always handle the COVER28 with care. 
 

• Do not place sharp or heavy objects on top of the COVER28 that could puncture 
or deform it. 

• When transporting multiple covers, ensure each COVER28 is properly folded or 
placed separately to avoid friction damage. 

• If the COVER28 becomes wet during transport, allow it to dry completely before 
use or storage. 

 
 

STORAGE 

 

When the COVER28 is not in use, store it in a dry, clean, and temperature-controlled 
environment. 
 
• Avoid storing the cover in damp or humid areas. 
• Never store the COVER28 while it is wet or dirty — always let it dry and clean it before 
storing. 
• Keep the COVER28 away from dust, vibration, or direct heat sources. 
• Avoid placing heavy objects on top of the cover to prevent wrinkles, compression 
marks, or stitching deformation. 

 

IMPORTANT 

 

• If any damage, missing parts, or defects are detected, do not use the COVER28. 
• Contact your local AED Audio distributor for service or replacement before use. 
• AED Audio cannot be held liable for any damage, risk, or danger caused by using a 
damaged or incomplete COVER28. 
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INITIAL INSPECTION 

 

Before first use, inspect the COVER28 carefully: 
 

• Verify that all components are present: 
o 1 × COVER28 unit (I0054394) 

• Check the fabric for holes, tears, or frayed stitching. 

• Inspect the Velcro straps, zippers, or openings for proper operation. 

• Ensure that all handle cut-outs and seams are clean, aligned, and undamaged. 

• Confirm that the cover fits securely over the SOLID28 without excessive 
tension. 

 

IMPORTANT 

 

► If any damage, missing parts, or defects are detected, do not use the COVER28. 
► Contact your local AED Audio distributor for service or replacement before use. 
► AED Audio cannot be held liable for any damage, risk, or danger caused by using 
a damaged or incomplete COVER28. 

 

RECOMMENDATION 

 

For safe long-term use and handling, AED Audio strongly recommends: 
 
• Using the COVER28 only with the SOLID28 loudspeaker. 
• Ensuring the cover is completely dry and clean before placing it on the speaker. 
• Handling the COVER28 gently to avoid tearing or seam stress. 
• Regularly checking zippers, Velcro, and seams for wear and replacing if necessary. 
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TROUBLESHOOTING AND REPAIR 
 

 

FAULT LIST 

 

Problem Fault message Solution 

   

   

   

   

   

   

   

   

   

   

 

 

REPAIR 
 

If the Product is damaged or malfunctions, contact the AED Audio Service Department 
or an AED Audio authorized distributor. Repairs by parties other than AED Audio or an 
AED Audio authorized distributor may not involve the use of AED Audio genuine parts 
and may affect the safety and functionality of the Product. For repair options or specific 
inquiries, please contact the AED Audio Service Department. 
 

 

CONTACT DETAILS CERTIFIED REPAIR CENTER 

 

AED Repair 
Bedrijvenpark De Veert 11, 
2830 Willebroek – Belgium 
 
Tel.: +32 3 860 76 67  
Mail : info.repair@aedgroup.com 
 
https://www.aedgroup.com/en/services/aed-repair 

 

 

 

 

 

https://www.aedgroup.com/en/services/aed-repair
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NOTES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

All rights reserved. No part of this manual may be copied or published by means of printing, photocopying, microfilm or otherwise 

without the prior written consent of the manufacturer. This restriction also applies to the corresponding drawings. 

 

The information given in this manual has been collected for the general convenience of our customers. It has been based on 

general data pertaining to construction material properties and working methods known to us at the time of issue of the manual 

and is therefore subject at any time to change or amendment, and the right to change or amend is hereby expressly reserved. 

The instructions in this manual only serve as a guideline for installation, use, maintenance and repair of the product mentioned 

on the cover page of this document. This manual is to be used for the standard model of the product of the type given on the 

cover page. Thus the manufacturer cannot be held responsible for any damage resulting from the application of this manual to 

any other product. 

 

This manual has been written with great care. However, the manufacturer cannot be held responsible, either for any errors 

occurring in this manual or their consequences. 

 


